


All stainless steel pressure gauges 
with or without liquid fi lling, nominal 
diameters 40, 50, 63, 100, 160, 200, 
250 mm. 

Ranges from vacuum to 30,000 psi 
(-1 to 2000 bar).

Monel wetted parts available.

DIN style gauges available.

Glycerine fi lled pressure gauges, 
nominal diameters 40, 50, 63, 80, 
100, 160 mm. 

Ranges from vacuum to 20,000 psi 
(-1 to 1600 bar). 

Choice of dampening fl uids 
available with a choice of wetted 
parts.

Full safety pattern Solid Front 
pressure gauges, nominal diameters 
63, 100, 150mm. 

Ranges from vacuum to 30,000 psi 
(-1 to 2000 bar). 

Available with or without liquid fi lling.

A complete range of diaphragm 
seals is available with a choice 
of materials of construction. 
Specifi cally for corrosive and 
diffi cult process fl uids plus hygienic 
applications.

Standard bourdon tube pressure 
gauges with brass connection, 
nominal diameters 40, 50, 60, 63, 
80, 100, 160, 250, 300mm. 

Square and Rectangular sizes 72 x 
72 mm, 96 x 96 mm, 144 x 144mm, 
48 x 48 mm, 144 x 72 mm. 

Ranges from vacuum to 15,000 psi, 
(-1 to 1000 bar). 

Duplex versions available in 
selected dial sizes.

Schaffer Diaphragm Gauges 
nominal diameters 100, 150 mm. 

Ranges 0/25 / 0/400 mbar pressure 

-25/0 / -400/0 mbar vacuum

bar 0/0.6 / 0-25 

Choice of wetted parts.

Absolute Pressure Gauges nominal 
diameters 100, 150 mm, available 
with a choice of wetted parts and a 
choice of ranges.

Phenolic case 125 mm diameter. 
Pressure gauges with or without 
liquid fi lling, choice of wetted parts, 
stainless steel, monel or brass 
connection. 

Available with standard case or full 
safety pattern Solid Front case. 
Ranges from vacuum to 30,000 psi, 
(-1 to 2000 bar).

Capsule Pressure Gauges

Nominal diameters 50, 63, 100, 
150 mm. Ranges 0/6 / 0/600 mbar 
pressure

-6/0 / 600/0 mbar vacuum

Choice of wetted parts.

Differential pressure gauges with 
bourdon tube, capsule, bellow or 
diaphragm sensing element.

Workshop Test Gauges

Nominal diameter 150 mm Accuracy 
Class 0.5%

Precision Test Gauges nominal 
diameters 100, 150, 200, 250 mm 
Accuracy Class 0.25%.

Laboratory Test Gauges nominal 
diameter 250mm. Accuracy Class 
0.1 %

Indicating and non-indicating. 
Available in stainless steel wetted 
parts and weatherproof and 
explosion proof housings.

MT 18 Indicating Pressure Gauge 
Transmitters, dry or liquid fi lled. 
Ranges –1/0 /0-600 bar.

ST 18 Pressure Transmitters

Ranges –1/0 / 0/600 bar, output 
4-20 MA.

ST 19 Pressure and Level 
Transmitters 

ST 20 Intrinsically Safe Pressure 
and Level Transmitters Ranges 
0/100 mbar / 0/1000 mbar, output 
4-20 MA.

Inert Gas Filled Dial Thermometers 
with capillary or rigid stem, with or 
without electrical contacts, nominal 
diameters from 52 mm to 160 mm.

Ranges between –200 and +600oC.

Alcohol Filled Thermometers 
nominal diameters from 40 mm 
to 160 mm. Square sizes 48 x 48 
mm, 52 x 52 mm, 72 x 72 mm, 96 
x 96 mm. Thermometers are also 
available with digital display. 

Ranges from –60 to +380oC. 

Glass Tube Thermometers 
available.

Bi-Metal thermometers available 
with rigid stem or every angle stem, 
nominal diameters 50, 60, 80, 100, 
125, 160 mm.

Ranges between –50 and +500oC.

Available with or without liquid fi lling 
in glycerine or silicone. All Stainless 
Steel construction for the Process 
Industries.

Thermometers available for the 

H&V market with Brass Stem and 
Pocket. 

DIN DN 25 32 40 50

SMS 681 1” 1½” 2”

RJT/APV 1” 1½” 2”

IDF/ISS 1” 1½” 2”

Triclover 1” 1½” 2” 2½” 3”

Homogenizer

Switching thermometers available 
in many mounting confi gurations 
capillaries available in stainless 
steel, copper or plastic coverings.

Many different bulb confi gurations 
and styles are also available.
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